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NCP (Network Control Center for Phoebe)


For the largest configurations of the teletext system is necessary to control system from one point with a lot of aditionals services. For this example was developed NCP (Network Centre for Phoebe). In practice NCP are set of services running on dedicated Win2000/2003 server. Typically act as NCP central company/broadcasters file server. NCP integrates all teletext services with advantage of standard Windows server environment such a remote acces, VPS, firewall, routing, user rights and permissions, backup, file sharing etc. Services are:

· NCP sync 

This is basic service for teletext page-oriented broadcasting. Teletext pages are saved on shared networks disks or folders. Sync service send selected pages and/or folders, disks to Phoebe server, that will immediately broadcast them.

· NCP smtp

This service runs as special secured SMTP server that provides access for external users. SMTP mail protocol is used for his compatibility and simplicity to pass through many firewalls security rules

· Sendmail

On the client side user uses this simple and small standalone software that will secure send selected pages from broadcast folder using SMTP mail protocol. 

· NCP import

This service is able to convert  text  formats to teletextext page format .pg. It  can also convert input files with user pre-defined masks (style sheets)

· NCP timer

This service working as a special timer or scheduler. Service executes at specified time the group of operations or command as copy, move, delete, expand, colapse, shift on the set of teletext pages or folders. User can set on-time execution, repeated mode and many others. Typical usage is one per day rotation of TV programme pages. Timer moves at midnight pages from tomorrow to today, from day after tomorrow to tomorrow and so on.  

· NCP web

This module provides export and conversion of current broadcasted set of the pages to publish it on the internet. It supports text and gif format of teletext page.

· NCP config

is easy to use standalone application that enable to manage all NCP services and their parameters

The NCP can control more then one Phoebe inserter – picture below shows typical 2 channel configuration with one editorial office.
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